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Certificate No.:

Status:

Date of lssue:

Applicant:
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Current

2006-11-16

Pempek Systems Pty'Ltd
3/13 Hoyle Ave.
Castle Hil l NSW 2154
Australia
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Electrical Apparatus: L0RA01 Display
Optional accessory:

Type of Protection: Ex d

Marking: Pempek Systems
L0RA01 Display
Ex d I lP65 (60"C for window lens)
IECEx TSA 06.0045X
Serial Number:

Approved for issue on behalf of the IECEx
Certification Body:

Position:

Signature:
(for printed version)

Date:

Ujen Singh

1. This certificate and schedule may only be reproduced in full.
2. This certificate is not transferable and remains the property of the issuing body.
3. The Status and authenticity of this certificate may be verified by visiting the Official IECEx Website.

Certificate issued trv:

TestSafe Australia
919 Londonderry Fload
Londonderry NSW ?753

Australia
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Manufacturer: Pempek Systems Pty Ltd
3/13 Hoyle Ave.
Castle Hil l NSW 2154
Australia

Manufactu ri ng location(s) :

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and
found to comply with the IEC Standard list below and that the manufacture'rs quality system, relating to the Ex products
covered by this certificate, was assessed and found to comply with the IECEx Quality system requirements. This
certificate is granted subject to the conditions as set out in IECEx Scheme Rules, IECEx 02 and Operational Documents
as amended.

STANDARDS:
The electrical apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified
documents, was found to comply with the following standards:

IEC 60079-0 : 2004 Electrical apparatus for explosive gas atmospheres - Part 0: General requirements
Edit ion:4.0
IEC 60079-1 : 2003 Electrical apparatus for explosive gas atmospheres - Part 1: Flameproof enclosure 'd'

Edition: 5

This Certificate does not indicate compliance with electrical safety and pertormance requirements other than those
expressly inbluded in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:

AUiTSA/ExTR06. 0067/00

Quality Assessment Report:

AU/TSA/QARO6.OO15/OO
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Schedule
EQUIPMENT:
Equipment and systems covered by this ceftificate are as follows:

The Pempek Systems L0RA01 Display is a rectangle shape enclosure with polycarbonate display lens under the cover
consisting of LCD display, LCD inverter, PC processes and AC to DC power supply. The cover is clamped to base of
housing with 16 socket head cap scrqws M10 x 1.5. The housing base is provided with M20 x 1.5 cable gland and cable
gland fitted internally in housing. Small connector chamber is attached, consisting of connector used for power supply
and data communication, to the base by 4 socket cap screws M5 x 0.5. The connector chamber provides a cable gland
entry M20 x 1.5 for external connection

The maximum power dissipation for the L0RA01 Display is 17 watts and the maximum surface temperature for the
polycarbonate display lens is + 60 oC.

CONDITIONS OF CERTIFICATION: YES as shown below:

It is condition of safe use that cable entries will be closed by suitably certified cable gland or blanking plugs.




